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8"
15 3/8"

31"
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12 1/4"

15 1/2"
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Slip fits 3" OD tenon
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height may vary 
with luminaire

3"
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31"
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Slip fits 3" OD tenon
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4" (Typical)

height may vary 
with luminaire
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12 1/4"

18 1/4"

Slip fits 3" OD tenon

4BR04-C

9" Typical
height may vary 
with luminaire

3"



Dynamic Lighting Solutions utilizes a state of the art powder coat system to ensure the highest quality, most durable finish 

on our entire utility grade product line.

Our pretreatment system is a six stage process consisting of the following:

Abrasive Blasting: Parts are individually cleaned in a batch style blast room to ensure complete removal of visible 

surface contaminants, provide a more consistent substrate finish, and provide a physical etch to increase the

adhesion of the powder.

Parts then pass through a five stage automated spray wash line which includes:

Cleaning: All parts pass through a heated alkaline cleaner to remove any remaining grease, dirt, and other contaminants 

left after the blasting process.  

Rinse: All parts pass through a clean rinse fed from a continuously overflowing tank.  

Etching: All parts pass through heated acidic cleaning solution (and phosphate) that creates a chemical etch on the 

surface of the aluminum parts (a conversion coating on steel parts). 

Rinse: All parts pass through a second clean rinse fed from a continuously overflowing tank to remove all 

excess acidic cleaning solution.  

Drying: To totally eliminate moisture and prevent out gassing of castings, all parts are preheated to 400° for twenty minutes.  

The powder coating process occurs in 2 stages:

Powder Application:  A premium TGIC polyester powder is electrostatically applied in a specially designed spray booth.  

Curing: A digitally controlled gas oven cures the powder at the time and temperature required by the powder manufacturer.

Powdercoat Finishes
(Colors shown are approximate. Actual color may vary.)

Classic Bronze
(CLB)

Satin Black
(BLK)

Green
(GRN)

Premium Finishes (adder will apply)

Antique Copper
(ATC)

Granite Green
(GTG)

Textured Black
(TBK)

66
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Amerlux Exterior is proud to introduce our expanded line of 
high quality and affordable Utility Series lighting fixtures.  
The Utility Series is specifically designed to meet the 
challenges of "On Street" lighting required by companies 
within the utility and energy industries.    

This versatile and still growing line of utility grade fixtures is 
engineered with tool-less access to the most critical parts, 
and other features that make maintenance quick and easy.  
An interchangeable ballast pod assembly means fewer 
hassles when it comes to maintenance.  The same quick 
change ballast assembly fits in almost every fixture, so you 
can choose different styles of fixtures with no worry of 
replacement parts.  Heavy duty hardware and a high 
quality powder coat finish ensure long lasting durability.  

The utility series incorporates proven HID technology as 
well as newer, longer lasting light sources such as 
induction and LED. This gives you the flexibility you need 
for any application.

Our experienced sales staff and in house technical support 
can provide all the details, including customized 
specification sheets and photometric layouts, to ensure the 
project is completed as planned. 

Whether you choose the Utility Series or our growing line 
of Commercial Grade lighting standards you can count on 
Amerlux Exterior Global Lighting Solutions for a solid 
commitment to customer satisfaction, and a guarantee that 
we will stand behind our product and services now and in 
the future.
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